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SECONDARY 

BOOTS/JUMPER CABLES 
OBSTRUCTED/BLOCKED 

 
UST owners doing this or??? 
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but what does Title 23 say? 
 
2630 (d) All monitoring equipment used to satisfy 
the requirements of this article shall meet the 
requirements of section 2643(f) and shall be 
installed and maintained such that the equipment is 
capable of detecting a leak at the earliest possible 
opportunity. Additionally, all monitoring equipment 
used to satisfy the requirements of this article shall 
be installed, calibrated, operated, and maintained in 
accordance with section 2638.  

 
 

Chuck Norris always pulls his boots back  
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“ I have a significant amount of sites 
that have Test Boots secured and 
blocking the flow of product to the 

sensors after SB989 testing. Today a 
site had at least 17 pipes that were 

incapable of being monitored due to the 
SB989 testing. Of course,. There does 

seem to be a disconnect between 
monitoring certification techs and 

secondary containment testing techs 
when they do their job “ 

 
 

 
 

So what does the testers 
approved protocol state ???? 
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Here is an example of an approved secondary 
containment testing protocol: 
 
 
 
 

#19.  Indicates that testing company will be 
removing boots after testing is complete. 
 

Who is responsible? 
Owners/Operators 
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Boots on during hydrostatic test and not 
removed after test 
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SECONDARY CONTAINMENT TESTING 
AT “OUT OF THE NORM” SITES AND 

SOME RECOMMENDATIONS 
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WHAT CAN TECHS DO TO 

MAKE SURE ALL 

SECONDARIES ARE 

TESTED AT THESE “OUT 

OF THE NORM” SITES? 
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1. RECOMMEND SUBMITTAL OF SITE MAPS 
DETAILING PIPING LAYOUTS AND 
LOCATION OF SECONDARY 
COMPONENTS TO INSURE ALL 
COMPONENTS ARE TESTED 
 

2. HAVE BETTER COMMUNICATION WITH 
INSPECTORS AND FACILITY STAFF TO 
MAKE SURE THAT ALL SECONDARIES 
ARE TESTED AS REQUIRED 
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FACILITY MAP OF UST SYSTEM LAYOUT 
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CERTIFICATIONS 
MISSING REQUIRED 

ATTACHMENTS 
 
NO/WRONG ALARM HISTORY/SET UP  
DO SUMP CHECKS NOT PERFORMED 
SCT TAPES/GRAPHS MISSING 
SCT REPAIR COMMENTS LEFT EMPTY 
 

Still???  
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C. Certification - I certify that the equipment 
identified in this document was 
installed/inspected/serviced in accordance with the 
manufacturers’ guidelines. Attached to this 
Certification is information (e.g. manufacturers' 
checklists) necessary to verify that this 
information is correct and a Plot Plan showing the 
layout of monitoring equipment. For any equipment 
capable of generating such reports, I 
have also attached a copy of the report (check all 
that apply):  System set-up  Alarm history report 

Note: Alarm history attached to 
certification must have same date as 
certification form  

13 



14 



#3 Attach a copy of the alarm 
history report/log to this form if 

available 
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SECONDARY CONTAINMENT TEST 
RESULTS. NOW WHAT???????? 

1. SCT results missing test tape results or 
tape results are altered. 
 

2. SCT cover page indicates repairs on a 
certain component made but no comments 
to indicate what was done (we do not have 
super human guessing powers!!!!). 
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If the entire depth of the sump is not tested, specify 
how much was tested.  If the answer to any of the 
questions indicated with an asterisk (*) is “NO” or 
“NA”, the entire sump must be tested.  (See SWRCB 
LG-160) 

Where can we find this statement?????? 
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REMINDER: DOUBLE-WALL UST’S 
EQUAL TO OR GREATER THAN 

20K GALLONS 
MUST HAVE INTERSTIAL 

VACUUM TEST FOR A MINIMUM 
OF 2 HRS EVERY 3 YEARS 
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NOTIFICATIONS AND REPORT SUBMITTAL 

2637 (F) Owners and operators of underground 
storage tanks must notify the local agency at least 
48 hours prior to conducting the test, unless this 
notification requirement is waived by the local 
agency  
 
*communication with area inspector is priceless* 
 
- Test must be completed on date of notification or 
results can be rejected. We need the opportunity to 
witness these test. 
 
2637 (e) Underground storage tank owners and 
operators shall submit a copy of the test report to 
the local agency within 30 days of the completion of 
the test 
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REPAIRS THAT REQUIRE A PERMIT BUT SEEM 
TO GET OVERLOOKED ON OCCASION 

1. Replacement of flex lines in sumps and 
UDC’s 

2. Replacement of shear valves 
3. Upgrades to Veeder Root 

software/ECPU boards/cold starts 
4. Replacement of electrical penetrations 

within testable zones 
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Examples of repairs that need repair permits 
and other photos 
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 POSSIBLE SOLUTION FOR OPENING JUMPERS IN  
UNDER DISPENSER CONTAINMENT??? 25 
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BOOTS ON DURING TESTING 
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ELECTRICAL PENETRATION REPAIRS 
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SHEAR VALVE REPLACEMENT 
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WE SEE SOME REALLY GOOD CLEAN 
REPAIRS ALSO!!!!! THANK YOU 
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Juan Fernandez 
UST Inspector, North/Central 
San Diego County 
760-940-2958 
Juan.fernandez@sdcounty.ca.gov 
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QUESTIONS!!!!!! 

Thank you very much for 
your time!!! 


